
13

ESD Circulation Rack

HZ-2701 ESD Component Drawer Box
 Surface Resistance:104-109Ω
 Contour Size: 138x93x46mm
 Interior Size: 127x87x42mm
 Shape: Drawer type Combination

HZ-2702 ESD Insert-rack
 Surface Resistance: 104－109Ω
 Contour Size: 100x15x14mm
 Width: 2.2mm, 1.8mm

HZ-2703 Anti-static L-Type Circulation Rack
 Surface Resistance:104-109Ω
 Contour Size: 410x280x165mm
 Use Slot Size: (LxH) 225x140mm
 38pcs PCB can be stored
 Slot width: 2.8mm, depth:5mm,Pitch: 10mm

HZ-2704 Anti-static Circulation Rack
 Surface Resistance:104-109Ω
 Contour Size: 480x140x35mm
 Slot one: 2.2 x 4mm Slot two: 3x7mm
 Slot three: 3x7.2mm ,Pitch: 15mm
 Two side can be used, each kind of slot can

put 25pcs PCB

HZ-2705 Anti-static L-Type Circulation Rack
 Surface Resistance:104-109Ω
 Contour Size: 265x205x95mm
 Use Slot Size: (LxH) 155x75mm
 Depth 3.2mm, Width 5mm, Pitch 9mm
 25pcs PCB can be stored
 Other size can be provided:

355x268x128mm /270x205x130mm

HZ-2706 Anti-static I-Type Circulation Rack
 Surface Resistance:104-109Ω
 Contour Size: 410x140x22mm
 Slot Size: 2.8*5mm, pitch: 10mm
 42pcs PCB can be stored

 Other size:410x280x22mm

ESD TOTAL SOLUTION
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HZ-2710 Conductive Adjustable Board Rack
 Surface Resistance:104-109Ω
 Size: (50-350) x175x355mm
 Slot Width: 3.7mm, Depth: 4.2mm,

Pitch 10mm, Slot qty: 32
 Any specification can be ordered

HZ-2711

SMT Reel Box Tray

 Holds reels during storage, transit and in-plant
 Empty containers are stackable
 Made of 3mm thick conductive polystyrene, strong and rigid

Model Size(mm) Reel Dia.(mm) Reel Qty Surface resistance

HZ-2711 410 *190 *110 170-180 26 10e4-10e9 ohms
HZ-2712 550 *350 *175 330-340 33

ESD TOTAL SOLUTION

HERZESD

HZ-2707 Anti-static I-Type Circulation Rack
 Surface Resistance:104-109Ω
 Contour Size: 437x160x30mm
 Slot size: 3x7mm Pitch:16mm
 25pcs PCB can be stored

HZ-2708 Anti-static U-Type Circulation Rack
 Surface Resistance:104-109Ω
 Contour Size: 485x175x50mm
 Slot size: 3x7mm ,

Slot size: 2.2x4mm
 Pitch:16mm
 25pcs PCB can be stored

HZ-2709 Nine Feets Conductive Pallet
 Surface Resistance:103-109Ω
 Contour Size: 1200x1000x145mm
 Material: HDPE/PP
 Dynamic Load: 800kgs

Static Load: 2000kgs

HZ-2712




